SEARS 


OWNERS 
MANUAL 


MODEL NO. 
900.150250 


CAUTION: 
Read Rules for 


Safe Operation 


and Instructions | |nflator/Compressor 
Carefully 


Introduction 
Operation 

Maintenance 
Repair Parts 


sold by SEARS, ROEBUCK AND CO., Chicago, IL 60684 U.S.A. 
Form No. 158678 (JUL91-CD-2) PRINTED IN U.S.A. 


00000000000000000000000000000000000000000000000000000000000000 0 


S 


FULL ONE YEAR WARRANTY ON SEARS AIR INFLATOR/COMPRESSOR 


If this Sears Air Inflator/Compressor fails to give complete satisfaction within one year from date of purchase, t 
return it to any Sears store in the United States and Sears will repair or replace it, free of charge. 


If this Sears Air Inflator/Compressor is used for commercial or rental purposes, the warranty applies for only ninety 
(90) days from the date of purchase. 


This warranty gives you specific legal rights, and you may have other rights which vary from state to state. 
SEARS, ROEBUCK AND CO., DEPARTMENT 698/731 A, SEARS TOWER, CHICAGO, IL 60684 
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INTRODUCTION 


Thank you for buying the SEARS INFLATOR/COMPRESSOR. 


Your Inflator/Compressor comes equipped with two inflator nozzles for inflating everything from bicycle tires and volleyballs to 
car tires and rubber boats. It also includes a 3 inch airtube for blowing out dirt from small spaces and wherever else a little forced 
air is needed. 


We want you to enjoy your SEARS tool and the more you know about it the happier you'll be. Please take a few minutes to read this 
manual. 


RULES FOR SAFE OPERATION 


1. KEEP WORK AREA CLEAN. Cluttered areas and benches invite injuries. 
2. CONSIDER WORK AREA ENVIRONMENT. Don't expose power tools to rain. Don’t use power tools in damp or wettocations. 
Keep work area well lit. 

3. GUARD AGAINST ELECTRIC SHOCK. Prevent body contact with grounded surfaces. For example: pipes, radiators, ranges, es 

refrigerator enclosures. 

. KEEP CHILDREN AWAY. All visitors should be kept away from work area. Do not let visitors contact tool or extension cord. | 

. STORE IDLE TOOLS. When not in use, tools should be stored in dry, and high or locked-up place — out of reach of children. 

. DON'T FORCE TOOL. It will do the job better and safer at the rate for which it was intended. 

. USE RIGHT TOOL. Don’t force small tool or attachment to do the job of a heavy-duty tool. Don't use tool for purpose not 

intended, for example, don't use circular saw for cutting tree limbs or logs. 

8. DRESS PROPERLY. Do not wear loose clothing or jewelry. They can be caught in moving parts. Rubber gloves and non-skid 
footwear are recommended when working outdoors. Wear protective hair covering to contain long hair. 

9. USE SAFETY GLASSES. Also use face or dustmask if cutting operation is dusty. 

10. DON’T ABUSE CORD. Never carry tool by cord or yank it to disconnect from receptacle. Keep cord from heat. oil, and sharp 
edges. 

11. SECURE WORK. Use clamps or a vise to hold work. It's safer than using your hand and it frees both hands to operate tool. 

12. DON’T OVERREACH. Keep proper footing and balance at all times. 

13. MAINTAIN TOOLS WITH CARE. Keep tools sharp and clean for better and safe performance. Follow instructions for 
lubrication and changing accessories. Inspect tool cords periodically and if damaged have repaired by authorized service 
facility. Inspect extension cords periodically and replace if damaged. Keep handles dry, clean,and free from oil and grease. 

14. DISCONNECT TOOLS. When not in use, before servicing, and when changing accessories, such as blades. bits. cutters. 

15. REMOVE ADJUSTING KEYS AND WRENCHES. Form habit of checking to see that keys and adjusting wrenches are removed 
from tool before turning it on. 

16. AVOID UNINTENTIONAL STARTING. Don’t carry plugged-in tool with finger on switch. Be sure switch is off when plugging 
in. 

17. OUTDOOR USE EXTENSION CORDS. When tool is used outdoors, use only extension cords intended for use outdoors and 
so marked. 

18. STAY ALERT. Watch what you are doing. Use common sense. Do not operate tool when you are tired. 

19. CHECK DAMAGED PARTS. Before further use of the tool, a guard or other part that is damaged should be carefully checked 
to determine that it will operate properly and perform its intended function. Check for alignment of moving parts, binding of | 
moving parts, breakage of parts, mounting, and any other conditions that may affect its operation. A guard or other partthatis 
damaged should be properly repaired or replaced by an authorized service center unless otherwise indicated elsewhere in this | 
instruction manual. Have defective switches replaced by authorized service centers. Do not use tool if switch does not turn it w 
on and off. 

20. DO NOT OPERATE portable electric tools near flammable liquids or in gaseous or explosive atmospheres. Motors in these 
tools normally spark, and the sparks might ignite fumes. 
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AIR HOSE AND UNIVERSAL VALVE ADAPTOR 

Your inflator/compressor is provided with an 8’ long hose and 
a permanently attached Universal Valve Adaptor. 

Attach the hose by screwing the plastic threaded fitting into 
the hole in the ribbed end of the tool. (the end opposite the 
cord). AFTER RUNNING THE INFLATOR/COMPRESSOR 
IN A NON-PRESSURIZED CONDITION FOR ABOUT FIVE 
MINUTES, OBSERVE THAT THE HOSE FITTING HAS 
COME LOOSE. THIS IS A NORMAL OCCURRENCE AND, 
WHILE THE TOOL IS STILL WARM, YOU SHOULD 
TIGHTEN THE FITTING SNUGLY. DO NOT OVERTIGHTEN 
PLASTIC THREADS. AFTER THAT IT SHOULD NOT 
WORK LOOSE AGAIN, TO ASSURE A LEAK-FREE CON- 
NECTION, WE RECOMMEND THE USE OF TEFLON® * 
TAPE ON THE PLASTIC THREADS. 

To operate the valve adaptor, position the lever straight up as 
shown in Figure 2. Push the valve adaptor down over the 
threaded section of a tire valve, or one of the three 
accessories provided with your Inflator/Compressor as 
shown in Figures 3 & 4. 

NOTE: The Extension Nozzle and the Needle Inflator Nozzle, in 
Figure 3, are provided with your tool. See Figure 5 for storage 
information for these items. 


When the adaptor is down all the way, press the lever down 
with your thumb as shown in Figure 4. The adaptor is now 
locked in place. To release the adaptor, lift the lever straight 
up as shown in Figure 2. Operate your Inflator/Compressor 
only with the nozzles included or with standard tire valves. 


NOTE: Make sure that the Universal Valve Adaptor is firmly 
locked in place before turning the Inflator/Compressor on. 


FIG. 2 


LEVER 


UNIVERSAL 
i — VALVE 
ADAPTOR 


$ 


| INFLATOR 


EXTENSION 
NOZZLE 


“Registered Trademark of The DuPont Company. 


NOTE THAT LEVER IS PUSHED DOWN ON THE SAME 
SIDE OF THE ADAPTOR AS THE AIR HOSE. SEE FIGURE 4. 


PRESS LEVER 
is, Te DOWN 


INSTALL 
OVER 
THREADS 


CAUTION: DO NOT USE 
THIS TOOL TO INFLATE 
TIRES WITH SPLIT 
RIMS. 
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PRESSURE GAUGE 

R Your Inflator/Compressor is equipped with a built-in pres- 
sure gauge that will give a pressure reading in P.S.I. (pounds 
per square inch). The gauge is located on the top of the 
Inflator/Compressor as shown in Figure 6. To obtain an 
accurate pressure measurement turn the inflator/compres- 
sor OFF when reading the gauge. This procedure will 
eliminate the effects of back pressure producing an in- 
accurate reading. The gauge has an accuracy of + or - 3% at 
any pressure reading. 


™) ACCESSORIES 
NOTE: The accessories supplied with your Inflator/Com- 
pressor are the only accessories recommended for use with 
this tool. 
The accessories provided include the following: 
1 Extension Nozzle 
1 Needle Inflator Nozzle 


Recommended accessories for your Inflator/Compressor 
are shown in this manual. The use of any other accessory or 
attachment might be hazardous. 


IMPORTANT 

To assure product SAFETY and RELIABILITY repairs, 
maintenance and adjustments should be performed by 
SEARS Service Centers or other qualified service organi- 
zations, always using SEARS replacement parts. 
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HOW TO ORDER 
REPAIR PARTS 


Intlator/Compressor 


Now that you have purchased your Intlator/Com- 
pressor, should a need ever exist for repair parts or 
service, simply contact any Sears Service Center and 
most Sears, Roebuck and Co. stores. 

Be sure to provide all pertinent facts when you call or 
visit. 


The model number of your Inflator/Compressor willbe 
found on the label attached to the housing. 


IMPORTANT!—To assure product SAFETY and RELIABILITY, repairs, 
maintenance and adjustment should be performed by Sears Service 
Centers, always using Sears replacement parts. 


WHEN ORDERING REPAIR PARTS, ALWAYS GIVE 
THE FOLLOWING INFORMATION: 


e MODEL NUMBER `e PART DESCRIPTION 
900.150250 e NAME OF ITEM 


Inflator/Compressor 


All parts listed may be ordered from any Sears Service 
Center and most Sears stores. 


If the parts you need are not stocked locally, your order 
will be electronically transmitted to a Sears Repair 
Parts Distribution Center for handling. 


sold by SEARS, ROEBUCK AND CO., Chicago, IL 60684 U.S.A. 


